Coast Guard, DOT

of foreign states or foreign govern-
ments arriving at, or departing from,
Logan International Airport and as de-
termined by the transit route across
Boston Harbor. The security zone will
be as follows:

(1) Sector one will go into effect 15
minutes prior to the scheduled landing
or takeoff of the aircraft carrying ei-
ther the President, Vice President, or
visiting heads of foreign states or for-
eign governments at Logan Inter-
national Airport. Sector one will pre-
clude all vessels from approaching
within three hundred yards of the
Logan International Airport shoreline,
bound on the west by a line drawn be-
tween positions 42°22'45" N., 071°01'05"
W. and 42°21'48" N., 071°01'45" W. (NAD)
1983).

(2) Sector two will go into effect 15
minutes before the vehicle carrying the
President, Vice President, or visiting
heads of foreign states or foreign gov-
ernments enters the Callahan Tunnel
or Sumner Tunnel. Sector two may
preclude vessels, as necessary, from en-
tering an area of the main ship chan-
nel, Boston Inner Harbor; fifty yards in
all directions from a point directly
above the Callahan Tunnel or Sumner
Tunnel.

(3) Sector three will go into effect 15
minutes before the vehicle carrying the
President, Vice President, or visiting
heads of foreign states or foreign gov-
ernments enters the Ted Williams Tun-
nel. Sector three may preclude vessels,
as necessary, from entering an area of
the main ship channel, Boston Inner
Harbor, fifty yards in all directions
from a point directly above the Ted
Williams Tunnel.

(4) Sector four will go into effect 15
minutes before the President, Vice
President, or visiting heads of foreign
states or foreign governments board
the designated transport vessel. Sector
four will preclude all vessels from ap-
proaching within three hundred yards
in all directions from the designated
vessel transporting the President, Vice
President, or visiting heads of foreign
states or foreign governments between
Logan International Airport and any
location in Boston Harbor.

(5) The activation of a particular sec-
tor of this security zone will be an-
nounced via Safety Marine Information

§165.120

Broadcasts and/or by locally issued no-
tices.

(b) Regulations. (1) The general regu-
lations covering security zones con-
tained in 33 CFR 165.33 apply.

(2) All persons and vessels shall com-
ply with the instructions of the Coast
Guard Captain of the Port or the des-
ignated on scene patrol personnel.
Coast Guard patrol personnel include
commissioned, warrant, and petty offi-
cers of the Coast Guard. Upon being
hailed by a Coast Guard vessel via
siren, radio, flashing light, or other
means, the operator of a vessel shall
proceed as directed.

[CGD01-97-004, 63 FR 16117, Apr. 2, 1998]

§165.120 Safety Zone: Chelsea River,
Boston Inner Harbor, Boston, MA.

(a) Location. The following area is a
safety zone: The waters of the Chelsea
River, Boston Inner Harbor, for 100
yards upstream and downstream of the
center of the Chelsea Street Draw span
(in the approximate position of Lati-
tude 42°33'10"N., Longitude 71°01'23" W.).

(b) Regulation. The following stand-
ards are the minimum requirements for
transit of the Safety Zone. Additional
precautions may be taken by the pilot
and/or person in charge (Master or Op-
erator).

(1) All tankships greater than 1,000
Gross Tons shall be under the direction
and control of the Licensed Federal
Pilot. This does not relieve persons in
charge (Masters or Operators) from
their ultimate responsibility for the
safe navigation of vessels.

(2) All vessel(s) speed shall be kept to
a minimum considering all factors and
the need for optimum vessel control.

(3) Restrictions on size and draft of
vessels:

(i) No vessel greater than 661 feet in
length (using length overall) or greater
than 90.5 feet in beam (using extreme
breadth) shall transit the Safety Zone.

(if) No vessel greater than 630.5 feet
in length or 85.5 feet or greater in beam
shall transit the Safety Zone during
the period between sunset and sunrise.

(iii) No tankship greater than 550.5
feet in length shall transit the Safety
Zone, either inbound or outbound, with
a draft less than 18.0 feet forward and
24.0 feet aft.
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(4) Restrictions when the Chelsea
River channel is obstructed by vessel(s)
moored at the Northeast Petroleum
Terminal located downstream of the
Chelsea Street Bridge on the Chelsea,
MA side of the Chelsea River—here-
after referred to as the Jenny Dock
(approximate position 42°23'09" N.,
71°01'31" W.)—or the Mobile Oil Ter-
minal located on the East Boston Side
of the Chelsea River downstream of the
Chelsea Street Bridge (approximate po-
sition 42°23'05" N., 71°01'31" W.):

(i) When there is a vessel moored at
each terminal, no vessel greater than
300.5 feet in length or greater than 60.5
feet in beam, shall transit the safety
zone.

(if) When a vessel with a beam great-
er than 60.5 feet is moored at either
terminal, no vessel greater than 630.5
feet in length or greater than 85.5 feet
in beam shall transit the Safety Zone.

(iii) When a vessel with a beam great-
er than 85.5 feet is moored at either
terminal, no vessel greater than 550.5
feet in length or greater than 85.5 feet
in beam shall transit the Safety Zone.

(5) Requirements for tug assistance:

(i) All tankships greater than 630.5
feet in length or greater than 85.5 feet
in beam shall be assisted by at least
four tugs of adequate horsepower.

(ii) AIll tankships from 450 feet in
length up to and including 630.5 feet in
length and less than 85.5 feet in beam
shall be assisted by at least three tugs
of adequate horsepower.

(iii) All tug/barge combinations with
a tonnage of over 10,000 Gross Tons (for
the barge(s), in all conditions of draft,
shall be assisted by at least one tug of
adequate horsepower.

(6) U.S. Certificated integrated tug/
barge (ITB) combinations shall meet
the requirements of a tankship of simi-
lar length and beam except that one
less assist tug would be required.

(7) Variances from the above stand-
ard must be approved in advance by the
Captain of the Port of Boston, MA.

[CCGD1-85-4R, 51 FR 10835, Mar. 31, 1986; 51
FR 23415, June 27, 1986, as amended by USCG-
1998-3799, 63 FR 35532, June 30, 1998]

33 CFR Ch. | (7-1-99 Edition)

Island
Provi-

§165.121 Safety Zone: Rhode
Sound, Narragansett Bay,
dence River.

(a) Location. The following areas are
established as safety zones:

(1) For Liquefied Petroleum Gas
(LPG) vessels while at anchor in the
waters of Rhode Island Sound; in posi-
tion Latitude 41°25' N., Longitude 71°23'
W., a Safety Zone with a radius of one-
half mile around the LPG vessel.

(2) For Liquefied Petroleum Gas
(LPG) vessels while transitting Narra-
gansett Bay and the Providence River;
a moving Safety Zone from a distance
of two (2) miles ahead to one (1) mile
astern to the limits of the navigable
channel around the LPG vessel.

(3) For Liquefied Petroleum Gas
(LPG) vessels while moored at the LPG
facility, Port of Providence; a safety
zone within 50 feet around the vessel.
No vessel shall moor within 200 feet
from the LPG vessel. AIll vessels
transiting the area are to proceed with
caution to minimize the effects of
wake around the LPG vessel.

(4) For Liquefied Petroleum Gas
(LPG) vessels while moored with mani-
folds connected at the LPG Facility,
Port of Providence; a Safety Zone
within a 100 foot radius around the
shoreside manifold while connected.
This is in addition to the requirements
for LPG vessels while moored at the
LPG Facility, Port of Providence.

(b) The Captain of the Port Provi-
dence will notify the maritime commu-
nity of periods during which this safety
zone will be in effect by providing ad-
vance notice of scheduled arrivals and
departures of LPG vessels via Marine
Safety Information Radio Broadcast on
VHF Marine Band Radio, Channel 22
(157.1 MHz).

(c) Regulations. The general regula-
tions governing safety zones contained
in §165.23 apply.

[CGD1-88-010, 53 FR 31858, Aug. 22, 1988, as
amended by CGD01-92-004, 59 FR 52425, Oct.
18, 1994; USCG-1998-3799, 63 FR 35532, June 30,
1998]
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